T e T Y T

el T W N

wd 3, —hla T SRR TR Nl M PN e 7 i i T2

{6] .

embankments, which were formed of earth brought from the
nearsst poiais of fast lasd. ~ : :

. These embankments were among the most expensive
parts of the work, when taken in comparison with the
amount of ihe origizal estimate of their cost, They are
supposed to have sunk in many places from 60 to 10Q feet,
before they met a solid foundation on which to rest, after
spreading out to an enormous base, and consuming vast quan.
tities of earth in their constructiop, aad by their pressure;
causing large masses of peat, and other light substances, to

7ise in the bottom of the canal, which added largely to the

quantity of excavation, and consequently to the cost of this
part of the work, \ ' :

At the village of St. George’s, a lock ‘of eight feet lift
opens the communication with section No. 4, on the summit
Ievel. At this place a pivot bridge is thrown across the ca
nal, for the accommodation of the Dover road. :

- On section No. 4, for about half a mile,a very heavy em-
bankment was found necessary, to resist the pressure of &
head of 10 feet water. Beyond that distance, and for the
whole of the remaining part of the embankment of this level,
sound policy dictated the expediency of permitting the wa-
ter to flow on both sides of the towing-path, or embankment,

for the purpose of relieving it-from pressure and danger, and Qi

as a means of affording a large reservoir of water on this
level. Experience has confirmed. the opinion of the Board,

"in the pecessity of protecting these embankments from the
abrasion cccasioned by waves, arising both from the pas-

senger barges and from winds. A slight wall, of abeut
18 wches high, in the most exzposed places, and small loose
stones in ather parts, have been found enurely effectual in
preventing injury. A large portion of the embankment is

now thus protected; and the whaole, where. it may be re-
quired, will soon be finished, at a small additional expense—

when the towing-path, and the embankment through the en-
tire canal, will be in excelleat order, permanently secured,

and, it is confidently believed, will require no further ex-

penditure, as the sioking has long since entirely ceased. Sec-
tion No. 4 was formed through the valley of St. George’s
creek, (one of the feeders of the upper level,) and extends
from the viliage of St. George’s, a.distance of .three miles
and a quarter, to section No. 5, where the decp-cutting com-
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